LT EELT TN .I:-

AT

&




General Specrtscarion
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FRAME. Of immensely rigid cradle construction, built with high tensile steel tube and graduated section lugs.
Spring frame is fitted as standard specification to the Model E.5.2 and all International machines.

FORKS. The plunger type of fork, Provisional Patent No. 557982, is firted to all 1947 Medal Maorton machines

as standard specification. This fork has been approved in the most strenuous International road races over a
considerable pariod.

WHEELS. The rear wheel is quickly detachable. Journal bearings of large dimensions are employed. The
rims are chromium plated with black centres, lined in red.

PETROL TAMK. Heavily chromium plated with suitably enamelled panels and lorge resilient knee grips.
OIL TANK. Mew type, of improved lines, chromium plated and suitably lined. Capacity, approximately 4 pinis.
SADDLE. Flexible top, forward pivotal mounting, giving low and exceptionally comfortable riding position.

FRONT CHAINCASE. MNORTOMN Patent Chaincase Mo, 406599, of unique design with single bolt fixing,
hermetically sealed.

CLUTCH. Multi-plate with special Ferodo Inserts. Dual action wvane type shock absorber incorporated.

GEARBOX. MORTOM four-speed with built-in positive foot operation, No. 424154, with clutch operating
mechanism completely enclosed.

STAMD, Central prop stand iz fitted to all models,

SILENCER. This effectively reduces the exhaust ncise. It is pleasing in appearance and has been modified
internally, giving a greater degree of silence withour lozs of power. -

HAMDLEBAR. Adjustable both for height and rake,

ENGINE LUBRICATION. Full dry sump with gear pump, pressure feed to bearings and piston. Automatic

and efficient lubrication of totally enclosed O.H.V. and S.V. gear with oil cushion in timing gears and sludge
trap in crankcase. .

MAGDYNO. Lucas __._.___nﬂa___ﬁu electric lighting is fitted a} standard to all machines except International models
to racing specification. ucas electric horn is alse included in the standard equipment

CARBURETTER. AMAL needle jet, semi-automatic with twist grip control,
PILLION FOOTREST LUGS. Built into every frame for attachment of NORTON pillion footrests.

MUDGUARDS. Heavy car type affording excellent protection, Detachable flared tail piece to rear guard.
Marrow sporting mudguards fitted to Racing International models.
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THE NORTON 16H ENGINE is world renowned for reliability. It is built

MODEL No. 1. ¥ BIC FOUR " s to identical specification as the Model 1GH
throughout of the finest materials available, and its universal success is

with the exception that it is fitted with touring type of handlebars and
the engine has an increased capacity of 633 cc. and bore and stroke of
proof of the soundness of design. The cubic capacity of the engine, which

82 m.m, =% 120 m,m,
is side valve operated, is 490 c.c., and the bere and stroke 79 x 100 m.m. This machine is ideally suitable for sidecar work.

NORTON STILL HOLDS THE T.T. LAP RECORD AT 91 M.P.H,
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THE MODEL 18 ENGINE employs overhead valves, push rod operated; the whole of the
valve gear is totally enclosed and automatically lubricated. Positive lubrication large bearing

surfaces and ground timing gear teeth ensure silent operation. The engine has a bore and
stroke of /9 m.m. x 100 m.m. and a cubic capacity of 490 c.c.

WINNER OF 19 T.T’S.
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THE MODEL ES5.2 is fitted with spring frame and lelescopic fork as standard specification.
The engine is of the push rod operated type, having a capacity of 490 cc., to the same
specification as the Model 18,
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THE WORLD'S BEST ROAD HOLDER
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THE MODEL 30 is firted with spring frame and telescopic fork as standard specification.
This model employs the world renowned NORTOMN overhead camshaft engine, The universal
success obtained with this particular type of engine is an indication of the soundness of design.
The bore and stroke is 79 mum. x 100 m.m. and the cubic capacity 490 c.c.

MODEL 40. This machine is to the same specification as the Modal 30, with the exception
that the enging capacity is 348 c.c and bore and stroke 71 m.m. % BE m.m,

NORTON STILL HOLDS THE T.T. LAP RECORD AT 91 M.P.H.
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The Models 300 and 40M arc
also  available fully equipped
far road use,

MANX 30 & 40. This is a machine specially designed for racing. Every detail of the
specification is of the utmost importance and includes the following: ENGINE.—Every engine
is bullt and specially tuned. Aluminium alloy head and barrel are fitted as standard; light alloy
crankcase; B.T.H. racing magneto with T.T. remote control carburetter. The well-known
NORTOM Spring Frame is employed with Telescopic Forks—Patent Mo, 557982; petrol tank
capacity 44 mmmu:m approx.; Quick-lift filler caps; straight through exhaust with megaphone;
cone type front brake with aluminium alloy brake plate. Dunlop racing tyres; long handlebar
levers; racing mudguards and chainguards; racing gearbox without kick starter, incorporating
three-plate special clutch.

The specification of this machine may be altered from time to time in the light of future

racing experience.
WINNER OF 19 T.T'S.



TRIALS MACHINE, High ground clearance frame—approximately Siin. Shart wheel base.
348 c.c. or 490 c.c, overhead valve push rod ocperated engine; 27in. x 3in. front tyre,
27in. x 4.00 rear: special handlebars; trials ratio gearbox: all black rims: special construction
tootrests. Engine bench tested and run in. specification similar to machines used so
successfully by the NORTOMN Works Team of Reliability Trial Riders.

THE WORLD’S BEST ROAD HOLDER
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MODEL “ G ' SIDECAR. Sports touring coach-built sidecar having deeply sprung upholstery
in finest rexine. Water-tight hinged scuttle is fitted, whilst large rear locker with hinged lid
is incorporated at rear. Quick-lift hood and screen, operated by passenger, are alse included
as standard specification. The bady is mounted on the NORTOM double triangulated chassis.

NORTON STILL HOLDS THE T.T. LAP RECORD AT 91 M.P.H.












